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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 402-Flushglaze

Description: Triple glaze Flushglaze with glass fins

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:

IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY 

DEVELOP AND IMPROVE OUR PRODUCTS.  WE 

THEREFORE RESERVE THE RIGHT TO MODIFY OR 

CHANGE THE DETAIL DESIGN AT OUR DISCRETION 

AND WITHOUT PRIOR NOTICE. THIS DRAWING IS 

COPYRIGHT AND THE SOLE PROPERTY OF GLAZING 

VISION LTD.  THE DESIGNS/INFORMATION IT CONTAINS

ARE PRIVATE AND CONFIDENTIAL.  IT MUST NOT BE 

COPIED, EXHIBITED OR COMMUNICATED TO THIRD 

PARTIES FOR ANY PURPOSE OTHER THAN THAT FOR 

WHICH IT WAS ISSUED WITHOUT THE WRITTEN 

PERMISSION OF GLAZING VISION LTD.
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1:5 & 1:40 @A4

E

Wall abutment details changed, clip-on 

removed

SW

16.07.15

F

Sales dwg references corrected to triple glaze

equivalents

GH

23.06.16

SW

23.06.16

Note: This is a standard reference drawing which includes 

both wall and kerb mounting details to illustrate the possible 

configurations for the Flushglaze range. It is not an 

order-specific drawing and therefore does not reflect your 

specific order dimensions or configuration. Ensure you check 

your order confirmation meets the specifics of your order 

before signing.

Polyethylene backing rod

Toughened laminated

glass fin

EPDM spacer

8mm

150mm

Height of fin box varies

according to size of glass fin

Low-modulus neutral cure silicone 

(applied during installation)

Stainless steel woodscrews  

Refer to 402-ASS-039 for wall mounting detail

Plastic horseshoe packers to space

angle from wall (supplied by Glazing Vision)

Lead flashing by others

Fully weathered structural

 kerb and internal finishes

 (by others)

Stainless steel woodscrews  

Refer to 402-ASS-024 for

kerb mounting detail

Glass fin (supplied by Glazing Vision)

95mm

105mm
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Internal finishes (by others)

2 Fin box styles;

4° to suit 3-5° kerb pitch,

 0°to suit kerb pitch over 5° and across fall (0°)

Stainless steel 

    mounting bracket

8mm

Triple glazed unit


