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Upstand dimensions to

be constructed by others

AA

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

Angular = ±0.5 degree

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: GV Standard Internal Walk-On

Description: Internal Walk-On

Materials:

Finish:

Weight: N/A

Quantity:
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Drawn By:

Drawn Date:
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Check Date:
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IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY 

DEVELOP AND IMPROVE OUR PRODUCTS.  AND 

THEREFORE RESERVE THE RIGHT TO MODIFY OR 

CHANGE THE DETAIL DESIGN AT OUR DISCRETION 

AND WITHOUT PRIOR NOTICE. 

THIS DRAWING IS COPYRIGHT AND THE SOLE 
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JamesB
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Kerb section view clarified

JSL

28.03.18

E

Updated for redesign for bigger range of glass

thicknesses

HL

28.11.19

Single glazed walk-on product

for internal use

JSL

28.11.19

Internal Finished Opening Width

Customer to specify

Internal Finished Opening Span

Customer to specify

9.5mm

3mm Gap

54.1mm ref.

90mm MIN

Structural upstand

15mm MAX

Internal finishes

105mm

Product height

(see table)

Product Height

Glass Spec Product Height

25.5 mm 35.0 mm

33.0 mm 44.5 mm

39.0 mm 51.0 mm

Product height

(see table)

Flooring finish shown

to demonstrate depth

of product

Internal Finished Opening

measured to this point

50.7mm

Black obscured

area of glazing

Walk-on

glass unit

Structural support for

product (by others)

Site applied structural fixing

(supplied by Glazing Vision)

Powder coated

aluminium framework

Support for flooring

(by others)

Packing to support

flooring (by others)

Flooring finish to be applied

after installation (by others)


