Factory applied low modulus neutral

Section A-A (Scale1:2)

cure silicone (standard = matt black)

101mm Overall frame

Factory applied structural glazing tape

with structural adhesive seal \
Insulated glass unit*\

60mm Black obscured
glass region

5mm MIN gap

External finishes laid onto solid bed following
rooflight installation (by others)

PLEASE NOTE: The surrounding finishes
must be laid to fall to ensure the rooflight is
not submerged in standing water for

prolonged periods. Failure to provide the A

fall will invalidate any warranty

Factory applied dual

hardness EPDM

W2l

gasket (sealing

between glass and

top of kerb)
—
KERB PITCH
Min = 1° ‘
Recommended = 1°*
Max = 5°

Optional extra kerb top trim detail
refer to drawing S0011 for details

Internal finishes
(by others)

Refer to 402-ASS-051 and S0009
for detailed kerb information

75mm MIN

Odddv wwg/

Clamp plate fitted to hold
EPDM in position

Site applied Polybutyl seal
(supplied by Glazing Vision)

XOdddV Wi e

Powder coated aluminium clip on cover to
hide structural kerb fixings No.12 x 2 1/2"
stainless steel and horseshoe packers
(supplied by Glazing Vision)

22mm APPROX

Nominal 10mm
clearance

*Example double glazed walk-on unit:

33mm Clear heat soaked toughened laminated outer
20mm Black silicone sealed argon filled cavity

6mm Clear toughened soft coat low E inner

o

EPDM Membrane applied using
Arbo primer and adhesives

/ (by others)

External weathered finishes

Reduced MIN height of 80mm with EPDM detail

Min overlap 50mm
Min bond width 30mm

A4

L

IMPORTANT: It is the
responsibility of the client
to ensure the EPDM
installation will not
invalidate their roofing
membrane warranty.

Glazing Vision ensure a
compatible adhesive and
or primer are selected but
cannot ensure the
compatibility with the
warranty

IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY
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Third angle projection unless otherwise noted.
Tolerances:

Whole numbers = £1mm

One decimal place = +0.5mm

Two decimal places = +0.2mm

All angles 90+0.5 degrees unless specified

IF IN DOUBT - ASK! DO NOT SCALE

Supplier to deburr & remove sharp corners
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