
Section A-A ( Scale 1 : 1 )

A A

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 402 - GV Standard Flushglaze

Description: Circular Walk-on Flushglaze kerb detail

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:

402-ASS-053

PGW

20/9/11

As above

Std = RAL7015 Grey

N/A

1:1 @ A3

A

Amended to new standard glass specification to suit Eurocode NA BS EN 

1991-1-1 2002 loadings.  Amended 3D views for clarity

PGW

09.08.13

B

Kerb and roof note added for clarity

SW

22.09.15

JWL

22.09.15

External weathered finishes (by others)

Refer to 402-ASS-051, S0009 and S0010

for detailed kerb information

No.12 x 2 1/2" Stainless steel woodscrew 

structural kerb fixing 

(supplied by Glazing Vision)

Site applied Polybutyl seal

(supplied by Glazing Vision)

Compriband Ilmod or similar to be applied

during installation (supplied by Glazing Vision)

Factory applied structural foam glazing tape

Walk-on unit *

Factory applied low modulus neutral

cure silicone (standard = matt black)

Factory applied polyethylene expanded

foam backing rod

Factory applied structural adhesive seal
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Factory applied foam glazing tape

* Standard walk-on unit:

25.5mm clear heat soaked toughened laminate

14mm argon filled cavity, black warm edge spacer

6mm toughened soft coat low E inner

10Nominal clearance of mm

21mm approx

81mm approx

Powder coated aluminium framework

1°Min = 

KERB PITCH

Recommended = 1°

Max = 70°
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Circular rooflight

(supplied by Glazing Vision)

53mm Black obscured region
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Kerb and roof (by others)

Kerb and internal 

finish (by others)


