
Section A-A ( Scale 1 : 5 )

Underside view of kerb top feature ( 1 : 1 )

Detail A ( Scale 1 : 1 )

A A

A

Third angle projection unless otherwise noted.
Tolerances:
Whole numbers = ±1mm
One decimal place = ±0.5mm
Two decimal places = ±0.2mm
Angular = ±0.5 degree
IF IN DOUBT - ASK!  DO NOT SCALE
Supplier to deburr & remove sharp corners
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Optional Extra - Kerb top feature

See text

GV Standard Products
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Grooves in extrusion profile provide
pre-set lines for cutting to size
(5 grooves at 10mm increments)
 

Profile acommodates a fold ±5° to suit
pitches required in kerbs for all 

Glazing Vision standard products

Detail secured to kerb using 
countersunk woodscrews

Plaster stop bead accomodates 
12.5mm plasterboard after 

installation of feature
91

Max kerb top surface coverage = mm *

Glazing Vision kerb top feature is as an optional extra to be used with our standard range of products and is designed to cover the top of the kerb and provide a plaster stop bead.
It can be used with the following products: GV Standard Flushglaze, GV Bespoke Flushglaze, GV Standard VisionVent and GV Standard Pyramid.
 
NOTE: The aluminium profile is powder coated (RAL9010 white) and supplied in 2.1m lengths for cutting to suit on site. The plaster stop bead is designed to suit standard 12.5mm
plasterboard.  This feature must be fitted prior to internal finishes and the rooflight, it cannot be retro-fitted. 
 
* Overall kerb thickness can range as follows:
GV Standard/Bespoke Flushglaze = 75 - 130mm
GV Standard VisionVent = 100 - 190mm
GV Standard Pyramid = 100 - 190mm 

Groove provided to aid with 
position of drilling along extrusion 

5°±

1.2mm extrusion thickness
37
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24

12.8

Kerb and weathering detail (by others), 
refer to Glazing Vision product drawings


