Top wall abutment height
Dependent upon product variant, pitch and glass thickness

Consult your technical sales advisor

Nominal clearance

Structural wall
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Lead (or similar) flashing chased into brickwork
(by others)

Structural wall fixings, packers and silicone to ensure airtightness
(supplied by Glazing Vision)

Powder coated aluminum framework

Factory applied low modulus neutral cure matt black silicone

Factory applied polyethylene expanded foam backing rod

Top internal finish thickness
Dependent upon product variant and pitch
Consult your technical sales advisor
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Factory applied structural adhesive

Factory applied structural foam glazing tape

‘/ Factory applied foam gap-fill tape

Walkable insulated glazing unit
Double glazed unit shown here
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Projected line of curb

Foam gap-fill tape
(supplied by Glazing Vision)

(by others after installation)

Internal finishes supported on battens with an
insulated gap to mask exposed wall mount detail

The top surface of the curb at the bottom and side(s) of the Flushglaze

GLAZING
VISION

the glass skylight company

@ : 860206 8111 “B: www.glazingvision.com
I sales@glazingvision.com

IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND
IMPROVE OUR PRODUCTS. WE THEREFORE RESERVE THE RIGHT TO
MODIFY OR CHANGE THE DETAIL DESIGN AT OUR DISCRETION AND
WITHOUT PRIOR NOTICE.

THIS DRAWING IS COPYRIGHT AND THE SOLE PROPERTY OF
GLAZING VISION INC. THE DESIGNS / INFORMATION IT CONTAINS
ARE PRIVATE AND CONFIDENTIAL. IT MUST NOT BE COPIED,
EXHIBITED OR COMMUNICATED TO THIRD PARTIES FOR ANY
PURPOSE OTHER THAN THAT FOR WHICH IT WAS ISSUED WITHOUT
THE WRITTEN PERMISSION OF GLAZING VISION INC.

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN * 1/4" ON
STRAIGHT & + 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL
SIZE TO THE NEXT 1/8".

S

Third angle projection unless otherwise stated

THIS IS A STANDARD DRAWING. THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS

ESTIMATED WEIGHT SCALE
N/A Not to scale

(UNLESS OTHERWISE STATED;

REVISION DESCRIPTION NAME/DATE

JSL

- Initial Release 23/Jun/2020

Example Dimensions at a Pitch of 1/4" : 12" (1°)

PROJECT

Walkable Flushglaze Fixed Skylight

Dimension Flushglaze Fﬂ:gggrzte
Top Wall Abutment Height 51/8" 7"
Top Internal Finish Thickness 3 1/2" min. 3 1/2" min.
Black Obscured Glass Region 13/8" 15/8"

These values are calculated for Walkable Flushglazes and Walkable
Multipart Flushglazes pitched at 1/4" : 12" (1°) with either a 1 19/64"
(33mm) or 1 17/32" (39mm) walkable outer pane.

TITLE / DESCRIPTION CHECKED

Top Wall Abutment Section Detail
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