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GLAZING

VISION

: 833-SKYDOOR (833-759-3667)

: www.glazingvision.com

:  sales@glazingvision.com

IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND

IMPROVE OUR PRODUCTS. WE THEREFORE RESERVE THE RIGHT TO

MODIFY OR CHANGE THE DETAIL DESIGN AT OUR DISCRETION AND

WITHOUT PRIOR NOTICE.

THIS DRAWING IS COPYRIGHT AND THE SOLE PROPERTY OF

GLAZING VISION INC. THE DESIGNS / INFORMATION IT CONTAINS

ARE PRIVATE AND CONFIDENTIAL. IT MUST NOT BE COPIED,

EXHIBITED OR COMMUNICATED TO THIRD PARTIES FOR ANY

PURPOSE OTHER THAN THAT FOR WHICH IT WAS ISSUED WITHOUT

THE WRITTEN PERMISSION OF GLAZING VISION INC.

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN ± 3/8'' ON

STRAIGHT & ± 1/2'' ON DIAGONAL DESIGNED SIZES.

WEATHERING BY OTHERS.
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TITLE / DESCRIPTION

PROJECT

Skydoor

CHECKED

REVISION NAME/DATEDESCRIPTION

- Initial Release

JSL

14/Oct/2020

ESTIMATED WEIGHT

Curb requirements

SCALE

Not to scaleN/A

Third angle projection unless otherwise stated

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY

VARY. THIS DRAWING DOES NOT INDICATE ACCURATE

DIMENSIONS FOR ANY EXISTING STRUCTURAL

COMPONENTS OR PRODUCTS.

 

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.

ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM

DRAWINGS VS SPECIFIC SITE CONDITIONS.

ALL PRODUCTS MANUFACTURED TO 1/8'' BY COMPONENT.

OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL

SIZE TO THE NEXT 1/8''.

(UNLESS OTHERWISE STATED)

the glass skylight company

Fall

GLASS SPECIFICATION

 

O/A Spec comprising of:

 

Outer Pane

          Spacer           

Inner Pane

 

All edges to be arrised unless otherwise stated

VIEWED FROM OUTER PANE

BLACK OBSCURED GLASS REGION
FACTORY APPLIED GLAZING TAPE AND STRUCTURAL ADHESIVE SEAL

POLYESTER POWDER COATED FRAMEWORK
POLYESTER POWDER COATED INTERNAL FRAMEWORK
POLYESTER POWDER COATED EXTERNAL FRAMEWORK

FACTORY APPLIED SILICONE SEAL WITH POLYETHYLENE BACKING ROD
FACTORY APPLIED PIR INSULATION

POLYESTER POWDER COATED EXTERNAL CLIP ON COVER
STAINLESS STEEL FIXING WITH PACKERS (SUPPLIED BY GLAZING VISION)

FULLY WEATHERED UPSTAND AND ROOF STRUCTURE (BY OTHERS)
SITE APPLIED POLYBUTYL SEAL (SUPPLIED BY GLAZING VISION)
SITE APPLIED SILICONE SEAL (SUPPLIED BY GLAZING VISION)

INSULATED GLASS UNIT*
*VARIES DEPENDENT ON GLASS SPECIFICATION

SILICONE COMPRESSION SEALS
PVC COATED SEALS

POLYAMIDE THERMAL BREAKS
SLIDING SECTION (DOOR)

FIXED SECTION
WEATHERING (BY OTHERS)

 
WORDS TO AVOID
KERB (UPSTAND)

COLOUR
ALUMINIUM

ROOFLIGHT (PRODUCT)
 

USE DUAL DIMENSIONS
mm [IN] 

INCHES TO NEAREST 1/8TH

THE FOLLOWING DRAWINGS HAVE 

BEEN PRODUCED WITH GEOMETRIC

REFERENCES TAKEN FROM:
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7 1/4" min.

structural curb thickness*

8" min.

total curb thickness

8" min.

total curb thickness

7 1/4" min.

structural curb thickness*

WIDTH

Critical dimension

(includes external weathering)

Top
Bottom

Left

Right

Top

Skydoor hinged

along this edge

Bottom

Left

Right

Bottom

Right
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12"

Location of cables exiting from

underside of Skydoor frame

Ø 1 1/2" min. hole required in curb

* Notes:

- Refer to 100-SDD-US-001 for detailed curb information

- Structural curb thickness DOES include external weathering but does NOT include internal finishes (see 100-SDD-US-002).

- Curb height may vary around the curb. The curb height MUST exceed the given minimum curb height at all points.

- Curb pitch must match that specified on order confirmation. See 406-SDD-US-006 or 406-SDD-US-007.

Cable exit hole

 

 

WIDTH

SPAN

No weathering on top of curb

See 100-SDD-US-002

No weathering on top of curb

See 100-SDD-US-002
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