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1 | Section B-B (Scale1:5)
| ] (Along the fall)
HORIZONTAL SPAN DIMENSION **
Kerb Span e
Critical dimension. Includes all wgathenng finishes
(Customer to specify)
Two-staged EPDM expanded foam
~—and bubble seals for exceptional
/ .
- Insulated glass unit * P4 airtightness and thermal performance
/ - Polyester powder-coated
Pol_yester powder-coated e L — alur);inum Fr:in 9e
stainless steel treadplate .

150 mm MIN - \r Polyester powder-coated
kerb height \ aluminium clip-on cover
| . ) . —— concealing structural stainless
1 Factory-applied PIR insulation " steel kerb fixing with packers
|| 83 mmto treadplate (supplied by Glazing Vision)
‘ - Approx 26 mm to kerb
| Kerb pitch Polybutyl seal applied during installation \
Approx 69 mm ‘ (Customer to specify) (supplied by Glazing Vision) ~ Fully-weathered kerb and
__belowkerb | - MIN = 3° " roof structures (by others)
| : MAX = 70° 1 |-

Internal opening dependent on kerb thickness and internal finishes

** Dimension calculated as:
SPAN x COSINE(PITCH?)
e.g. 2000cos(3) = 1997

*Standard double glazed unit comprises:

6mm Clear HST toughened outer Standard colour:
20mm Warm edge argon filled silicone sealed spacer RAL7015 Slate Grey outer
6mm Clear HST toughened soft coat low E inner RAL9010 Pure White inner
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