Optical Rain Sensor Connection (Without Rain Sensor Override)

This is a fixed installation using Glazing Vision's supplied optical rain sensor. All connections should be carried
out by a competent person.

All cables supplied at 6'6", extendable to 33' with appropriate cable.

All optional items must be specified at time of order.
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ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN * 3/8" ON
STRAIGHT & % 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL
SIZE TO THE NEXT 1/8".
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Third angle projection unless otherwise stated

OPTICAL RAIN SENSOR CONNECTIONS E0700

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS.

Core Terminal Operation

Red Power P1 +24V DC

Blue Relay N/O Signal return
Green Power P2 *** Ground
Yellow Not connected -

Relay COM ***

kx

4 Core 23 AWG
Aux cable
M0748

**Cables exit from the underside of the product. See the curb drawing for the exact exit position.

*** Short between Power P2 and Relay COM
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