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ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN * 3/8" ON
STRAIGHT & 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL
SIZE TO THE NEXT 1/8"
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Third angle projection unless otherwise stated
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Factory applied structural 4 3/8"

- ! Drive mechanism
glazing tape and adhesive 5 3/8"

and cross shaft

71/2"

Powder coated aluminum internal framework
(Standard color = RAL9010 Pure white)

Silicone seals with non-friction coating (black)

Cabile trunking

Polyamide thermal breaks
with factory applied PIR insulation

Site applied silicone seal (supplied by Glazing Vision)

Brush seal

Fully weathered structural curb

8"

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS.

and internal finishes (by others)

*Glazed unit specification dependent on client options and glazing area

Detailed view taken from drawing 603-SDD-US-004
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