Factory applied silicone seal
with polyethylene backing rod

Detail A

Fixed base detail

Factory applied silicone seal
with polyethylene backing rod

Powder coated aluminum
kickplate incoroprating
anti-lift secruity detail

]=, Insulation with
powder coated
aluminum flashing

Detail B

Glass to glass joint detail

Stepped edge glazing providing flush
finish with optimum water run-off

Factory applied silicone seal
with polyethylene backing rod

Section A-A

Secure structural wall fixings
(supplied by Glazing Vision)

Insulated glass unit*—\

Fixed glazing section from drawing 606-SDD-US-002

Lead flashing
or similar
(by others)

5/8" : 12" (3°) fall
built into skylight

Insulation with
powder coated—/
aluminum flashing

Approx. 5"

10 1/2"
Fixed dimension
to overall height
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IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND
IMPROVE OUR PRODUCTS. WE THEREFORE RESERVE THE RIGHT TO
MODIFY OR CHANGE THE DETAIL DESIGN AT OUR DISCRETION AND
WITHOUT PRIOR NOTICE.

THIS DRAWING IS COPYRIGHT AND THE SOLE PROPERTY OF
GLAZING VISION INC. THE DESIGNS / INFORMATION IT CONTAINS
ARE PRIVATE AND CONFIDENTIAL. IT MUST NOT BE COPIED,
EXHIBITED OR COMMUNICATED TO THIRD PARTIES FOR ANY
PURPOSE OTHER THAN THAT FOR WHICH IT WAS ISSUED WITHOUT
THE WRITTEN PERMISSION OF GLAZING VISION INC.

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN * 3/8" ON
STRAIGHT & 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL
SIZE TO THE NEXT 1/8"
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curb (by others)
Minimum 1/4" drainage gap
between curb and flooring required
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Flooring if used for access (by others)
(by others) /
Height 2 /
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6" SPAN .
minimum curb height Critical dimension ©
Includes all weathering finishes = &
(customer to specify) .% 3
=
Height 1 suitable for timber decking / slabs 2 ES]
or similar (flush with top of curb / base of ® E
skylight) with suitable drainage. frogiey
Height 2 only suitable for timber decking or similar S

with suitable drainage. Access to kickplate must
be maintained for maintenance purposes.

*Varies dependent on glass specification

Tempered double glazed unit shown, but other options are also available.
Check your quote/order confirmation for specific information on what's been specified in your product.

S

Third angle projection unless otherwise stated

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS.
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