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ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED
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WEATHERING BY OTHERS.
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DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.

ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM

DRAWINGS VS SPECIFIC SITE CONDITIONS.

ALL PRODUCTS MANUFACTURED TO 1/8'' BY COMPONENT.

OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL

SIZE TO THE NEXT 1/8''.
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GV CONTROL SWITCH CONNECTIONS

Core Terminal
Operation

Blue 1

Signal

Green 2

Signal

Red 3

Signal

Black 4 Common

White 5 Close

Yellow 6
Open

Secondary Control Switch or Home Automation System Connection

 

This is a fixed installation. All connections should be carried out by a competent person.

 

For maintenance reasons the control switch must always be installed.

 

All cables supplied at 6'6", extendable to 33' with appropriate cable.

 

All optional items must be specified at time of order.

 

   One touch/Press and hold

   Caution: Using latched contacts may render the product inoperable. To

   initiate a control cycle e.g. to open, close or stop the skylight, switch the

   contact briefly (approx. 500 milliseconds - 5 seconds) to create one touch command.

   Please call Glazing Vision if you need assistance.

 

**Cables exit from the underside of the product. See the curb drawing for the exact exit position.

6 Core 23 AWG 

Control cable 

Connection as 100-SDD-US-003 or 100-SDD-US-013
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