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Example High Pitch Installation

over 1 1/8" : 12" (5°)

with no wall abutments

Section across fall
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WEATHERING BY OTHERS.
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Example Standard Installation
up to 1 1/8": 12" (5°)
with top wall abutment
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Section across fall
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Min. ang max. valyes depende

Internal Finishes

- For example plastered sheet rock

- Do not bear the weight of the skylight

- May be constructed after installation of the skylight

- Must fall between the given minimum and maximum thicknesses at all points

around the skylight

Structural Curb

- Bears the full weight of the skylight

- Must be of robust construction, such as sturdy timber framework

- Must be completed before installation of the skylight can begin

- If steel framework is used, it must be capped with an insulating material
- Should be appropriately insulated

Structural Curb Thickness

- Includes external weatherproofing
- Must fall between the given minimum and maximum at all points around the

skylight
- Must match the values agreed with GV for the Glass-Fin Multipart Flushglaze,
Back-to-Back Multipart Flushglaze and Walkable Multipart Flushglaze

Structural Curb Top Surface

- Must not be covered by metallic capping
- Must be at the pitch agreed with Glazing Vision
- Must have no steps or undulations exceeding +1/16"

Roof Structure
- Must be suitably reinforced to bear the weight of the skylight

External Weatherproofing

- Must run up the curb to the top edge
- Weatherproofing on the curb must form a watertight seal with the

weatherproofing of the roof
- Must be completed before installation of the skylight can begin
- Metallic weatherproofing must not run accross the top of the curb

Curb Height

- Must exceed the given minimum from the roofdeck at all points around the

skylight

Internal finish ¢

Construction of Curbs
(bottom curb of standard installation shown)

hickness
nt on product ang variant

Curb top trim
(Glazing Vision
optional extra)

Internal finish / '
(plastered sheet

rock shown)

Robust, suitably f
insulated structure / G
of structural curb

Structural curb
top surface

L1,'eota(; curb thickness
S
ependent on product ang variant

Structural curb

thi
values depen hickness

Min. and ma
X.
Nt on produyct and variant

Weatherprooﬁng thickness
1/4" max.

External dimensions measured to this point

Pitch of structural curb top surface
A must match that of the skylight
(bottom curb of standard installation shown here)

Curb height

External weatherproofing
continued up curb
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