When a rain sensor is required the
customer is to specify a mounting

position at time of order, this is to maximize
exposure to the elements and avoid

being in the rain shadow of the

building.

There are five positions for the rain
sensor. Either skylight mounted
(positions 1-4) or externally mounted
with flying lead (position 5).

Refer to 100-SDD-US-003 for wiring
details and cable lengths.

NOTE: The rain sensor is an optional
extra
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IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND
IMPROVE OUR PRODUCTS. WE THEREFORE RESERVE THE RIGHT TO
MODIFY OR CHANGE THE DETAIL DESIGN AT OUR DISCRETION AND
WITHOUT PRIOR NOTICE.
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CURB TO BE CONSTRUCTED TO WITHIN * 3/8" ON
STRAIGHT & + 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
OVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL
SIZE TO THE NEXT 1/8"
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THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS.
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