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GV Standard Pitchridge 203-SDD-US-001 - Shop Drawing VISION
Sma" Frame the glass skylight company
Used for glazing between 1-1/4" and 1-3/8" mm in thickness For more dimensional details, see GV drawings 1 (B BIISKDOOR
(typlcally double glazed UnltS) 203-SDD-US-003 - General Dimensions X4: sales@glazingvision.com
. . IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND
203-SDD-US-004 - Curb Dimensions T R S NG
Integral powder-coated aluminum frame — Factory-applied low-modulus neutral-cure silicone (in matt black by standard) WITHOUT PRIOR NOTICE.
THIS DRAWING IS COPYRIGHT AND THE SOLE PROPERTY OF
— Factory-applied structural adhesive seal CLARE PRIVATE AND CONFIDENTIAL IT MUST NOT BE GOPIED.
. . EXHIBITED OR COMMUNICATED TO THIRD PARTIES FOR ANY
Glazing unit [1] PO E WRITTEN PERMISSION OF GLAZING VISION LTD. |~
— Factory-applied structural foam glazing tape 17 :
ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN % 3/8" ON
STRAIGHT & * 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

1-3/4"

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

o . DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
Factory-applied insulating EPDM bubble-gasket ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM

(sealing between glass and top of internal finish) DRAWINGS VS SPECIFIC SITE CONDITIONS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
JOVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL SIZE|
TO THE NEXT 1/8".

L Factory-applied polyethylene expanded foam backing rod m /‘

THIRD ANGLE PROJECTION UNLESS OTHERWISE STATED.

GV Standard Pitchridge
Large Frame
Used for glazing between 1-15/16" and 2-1/16" in thickness
(typically triple glazed units)

Integral powder-coated aluminum frame — Factory-applied low-modulus neutral-cure silicone (in matt black by standard)
— Factory-applied structural adhesive seal pren———— v
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[1] Example glazing unit: Toughened double glazed unit Y |
- 1/4" HST toughened outer pane
- 5/8" argon-filled cavity, black warm edge spacer B
- 1/4" HST toughened soft coat low-E inner pane
[2] Example glazing unit: HS laminated triple glazed unit Fact(_)ry-applied insulating EPDM b_ubble-gasket
~ 1/4" HST toughened soft coat low-E outer pane (sealing between glass and top of internal finish) g;ﬁgﬂdge
- 9/16" argon-filled cavity, black warm edge spacer TITLE / DESCRIPTION e
- 1/4" HST toughened soft coat low-E mid pane General Arrangement Drawing
- 9/16" argon-filled cavity, black warm edge spacer L Factory-applied polyethylene expanded foam backing rod General Components
- 1/2" HS-laminated inner pane DRAING Mo, o
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