Butyl tape (by GV)

- Seal between underside of Pitchridge & underlay Butyl tape (by GV)

r Ridge protective strip

Underlay at sill of Pitchridge

- Folded back on sill packers | Underlay at sill

Sill tilting fillet
- Minimum 5¢ fall over fillet

Sill lead flashing [3] [4]
- Lapped under sill of Pitchridge

- Lapped over tiles below Pitchridge Back to Backs

folded to suit angle

Battens [2]

Tiles [2]

Internal finish
spacer [9]

A Plastic packers [6]

Internal finish must
meet EPDM gasket

Butyl tape (by GV) Position of sill fixings [6]

- Seal between underside
of Pitchridge & underlay

Position of
head fixings [6]
Underlay at head of Pitchridge

- Folded back on head structural trimmers Jamb Section

By others unless otherwise specified
Lead soakers [3] [4] Tiles [2]
- Lapped between tiles [

- Lapped over jamb of Pitchridge |
& tucked under lip of Pitchridge gutter

Butyl tape [3]
[1] Example glazing unit: Toughened double glazed unit
- 1/4" HST toughened outer pane

- 5/8" argon-filled cavity, black warm edge spacer

- 5/16" HST toughened soft coat low-E inner pane

Underlay at jamb of Pitchridge

- Folded back on jamb structural rafters | Jamb apron [3] [4]

- On top of underlay
Butyl tape (by GV)
- Seal between underside of Pitchridge & underlay

[3] Flashing kit:

- If specified, then supplied by GV

- Otherwise supplied by others

- All aprons to be of underlay at least 40" wide

- Consider clipping down flashings and soakers in severe
exposures

Pitchridge (by GV, see GV drawing 203-SDD-US-002)—l

[4] Mortar beds are NOT suitable for use with this L
product Jamb spacers

— - Seal between underside
of Pitchridge & underlay

of Pitchridge

[ - Folded back on sill packers

___ Sill tilting fillet
- Minimum 5¢ fall over fillet

Sill lead flashing [3] [4]
— - Lapped under sill of Pitchridge
- Lapped over tiles below the Pitchridge

Tiles [2]

Battens [2]

- Edge tiles lapped over jamb

— - Seal between jamb apron and jamb of Pitchridge
- Tucked under lip of Pitchridge gutter

- Lapped over jamb of Pitchridge
& tucked under lip of Pitchridge gutter

Batten [2]
Additional counter-batten

- In case of damage to the glass, the entire unit is - Spacing the Pitchridge
expected to be replaced up to the required level

Insulation [5]
Position of jamb fixings [6]

Please Note
These products can be very heavy.
GV strongly recommend that a

[5] Example of internal finish:
structural engineer is consulted when

- Drywall spaced away from the

to support batten-ends [2]
Insulating sarking [2]

Additional rafter to

designing the structure(s) that will
support the Pitchridge and the
surrounding roof. The roofing
materials & construction shown in
these details are presented as an
example only. This drawing does not
constitute a structural proposal.

rafters/structural trimmers using 2in timber
- Space between drywall and aluminum frame
of Pitchridge insulated

Plastic packers [6]

Internal finish spacer [5] Silicone (by GV)
ili y

Drywall [5]

Jamb structural rafters [2]
- Supporting the Pitchridge

[6] Fixings:
- Woodscrews and a selection of plastic packers
supplied by GV

support batten-ends [2]

- Seal between edge of Pitchridge & underlay

GLAZING
VISION

the glass skylight company

@ 833-SKYDOOR
“B: www.glazingvision.com
b<: sales@glazingvision.com

IT IS GLAZING VISION'S POLICY TO CONTINUOUSLY DEVELOP AND
IMPROVE OUR PRODUCTS. WE THEREFORE RESERVE THE RIGHT TO
MODIFY OR CHANGE THE DETAIL DESIGN AT OUR DISCRETION AND
WITHOUT PRIOR NOTICE.

THIS DRAWING IS COPYRIGHT AND THE SOLE PROPERTY OF
GLAZING VISION LTD. THE DESIGNS / INFORMATION IT CONTAINS
ARE PRIVATE AND CONFIDENTIAL. IT MUST NOT BE COPIED,
EXHIBITED OR COMMUNICATED TO THIRD PARTIES FOR ANY
PURPOSE OTHER THAN THAT FOR WHICH IT WAS ISSUED WITHOUT
THE WRITTEN PERMISSION OF GLAZING VISION LTD.

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE STATED

CURB TO BE CONSTRUCTED TO WITHIN % 3/8" ON
STRAIGHT & * 1/2" ON DIAGONAL DESIGNED SIZES.
WEATHERING BY OTHERS.

THIS IS A STANDARD DRAWING, THE UNIT PURCHASED MAY
VARY. THIS DRAWING DOES NOT INDICATE ACCURATE
DIMENSIONS FOR ANY EXISTING STRUCTURAL
COMPONENTS OR PRODUCTS.

DO NOT USE THIS DRAWING FOR ANY SITE LAYOUTS.
ON-SITE PERSONNEL ARE RESPONSIBLE TO CONFIRM
DRAWINGS VS SPECIFIC SITE CONDITIONS.

ALL PRODUCTS MANUFACTURED TO 1/8" BY COMPONENT.
JOVERALL TOLERANCE NO MORE THAN 1/1000 OF TOTAL SIZE]
TO THE NEXT 1/8".

— |
—

THIRD ANGLE PROJECTION UNLESS OTHERWISE STATED.

ESTIMATED WEIGHT SCALE

N/A N/A
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